CVC Testing Technology Co., Ltd.

Certificate of Compliance

No. EMC24-5681-A1

About the EMC Directive 2014/30/EU

Applicant: Ningbo Volcano Electric Co., Ltd.
Dushi Industrial Park (Shounan Street), Yinzhou District, Ningbo City,

Zhejiang Province, China

Product/Material: Permanent magnet EC motor
Trade Mark: —
Model/Type: See Appendix
Rated Specification: 380V 50Hz/60Hz 3500W
Tested According to: EN IEC 61000-6-2:2019,

EN IEC 61000-6-4:2019

Referred to the RZCE2024-0665EMC-A1
Technical Report:

This certificate of compliance is based on an evaluation of a tested sample of the product mentioned above.
It does not imply assessment of series-production of the product. The applicant should hold the whole

technical report at the disposal of the competent authority.

Provided it is also in conformance with other applicable EU/EC directives, the manufacturer or its authorized
European representative may draw up an EU/EC Declaration of Conformity and affix the CE-mark shown

below to each conforming product.
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CVC Testing Technology Co., Lid. :
No. 3, Tiantaiyi Road, Kaitai Avenue, Science City, Guangzhou, 510663, P. R. China Date : i 2024
Tel.: +86-20-32293888, Fax: +86-20-32293889. E-mail: office@cvc.org.cn

WWW.CVC.0rg.cn
LTC-C-0004-EMC-G2




CVC Testing Technology Co., Ltd.

APPENDIX

to C.0.C No. EMC24-5681-A1

Applicant: Ningbo Volcano Electric Co., Ltd.
Dushi Industrial Park (Shounan Street), Yinzhou District, Ningbo City,
Zhejiang Province, China

Product/Material: Permanent magnet EC motor
Trade Mark: —
Model/T; ype: Rated Output :
o _— Voltage | Power Speed Insulation IP Duty
- . (r/min) Class Class | type
1. HSE-PM38H075-160N15-S4X 380 0.75 1500 F 65 | S1
2. HSE-PM38H075-160N08-S4X 380 0.75 850 F 65 |81
3 HSE-PM38H075-160N06-S4X 380 0.75 600 F 65 | S1
s Ra_ted " HSE-PM38H075-160N04-S4X 380 0.75 460 F 65 | s1
qRecification: 5. HSE-PM38H110-160N15-S4X 380 1.1 1500 F 65 | S1
6. HSE-PM38H110-160N09-S4X 380 1.1 960 F 65 | S1
7 HSE-PM38H110-160N07-S4X 380 1.1 700 F 65 | S1
8. HSE-PM38H110-160N05-S4X 380 1.1 560 F 65 | S1
9. HSE-PM38H150-160N15-S4X 380 1.5 1500 F 65 | St
10. | HSE-PM38H150-160N09-S4X 380 1.5 960 F 65 | S1
11. | HSE-PM38H150-160N04-S4X 380 1.5 450 F 65 | S1
12. | HSE-PM38H150-160N06-S4X 380 1.5 650 F 65 | S1
13, | HSE-PM38H150-160N07-S4X 380 1.5 700 F 65 | S1
14. | HSE-PM38H220-160N30-S4X 380 2.2 3000 F 65 | S1
15 | HSE-PM38H220-160N15-S4X 380 2.2 1500 F 65 | S1
16, | HSE-PM38H220-160N09-S4X 380 22 960 F 65 | S1
17. | HSE-PM38H220-160N08-S4X 380 22 750 F 65 | S1
18. | HSE-PM38H220-160N07-S4X 380 2.2 700 F 65 | S1
19. | HSE-PM38H300-160N06-S4X 380 3.0 650 F 65 | S1
20. | HSE-PM38H350-160N11-S4X 380 35 1100 F 65 | S1
21 | HSE-PM38H350-160N15-S4X 380 35 1500 F 65 | 'S1
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CVC Testing Technology Co., Ltd.

No. 3, Tiantaiyi Road, Kaitai Avenue, Science City, Guangzhou, 510663, P. R. China
Tel.: +86-20-32293888, Fax: +86-20-32293889 E-mail: office@cvc.org.cn
Wwww.cve.org.cn
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